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DKJ 45°

Pressnippel DKJ 45°, Dichtkegel mit 74° Konus, Dichtkopf UNF Gewinde

Pressnipple DKJ 45°, sealing cone 74°, sealing head thread UNF

DN A B / mm C / mm L1 / mm L2 / mm L3 / mm S1 Art.Nr.
6 7/16-20UNF 6.7 3.9 70.0 40.0 11.5 17 4291DN06U7/16
6 9/16-18UNF 6.7 3.9 69.0 39.0 10.5 19 4291DN06U9/16
8 9/16-18UNF 8.0 5.4 77.0 47.0 16.0 19 4291DN08U9/16
10 9/16-18UNF 9.6 6.5 80.0 46.7 19.0 19 4291DN10U9/16
12 3/4-16UNF 12.8 9.5 82.0 46.7 18.5 22 4291DN12U3/4
12 7/8-14UNF 12.8 9.5 81.5 46.2 18.0 27 4291DN12U7/8
20 1 1/16-12UN 19.1 14.8 116.0 70.2 25.0 32 4291DN20U11/16
25 1 5/16-12UN 25.9 20.0 150.0 95.0 37.5 41 4291DN25U15/16
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DKJ 90°

Pressnippel DKJ 90°, Dichtkegel mit 74° Konus, Dichtkopf UNF Gewinde

Pressnipple DKJ 90°, sealing cone 74°, sealing head thread UNF

DN A B / mm C / mm L1 / mm L2 / mm L3 / mm S1 Art.Nr.
6 7/16-20UNF 6.7 3.9 56.5 26.5 39.0 17 4292DN06U7/16
6 9/16-18UNF 6.7 3.9 57.0 27.0 43.0 19 4292DN06U9/16
8 1/2-20UNF 8.0 5.4 59.5 29.5 44.0 19 4292DN08U1/2
8 9/16-18UNF 8.0 5.4 59.5 29.5 42.5 19 4292DN08U9/16
10 9/16-18UNF 9.6 6.5 68.5 35.2 47.0 19 4292DN10U9/16
12 3/4-16UNF 12.8 9.5 77.0 41.7 50.0 22 4292DN12U3/4
12 7/8-14UNF 12.8 9.5 77.0 41.7 50.0 27 4292DN12U7/8
16 7/8-14UNF 16.0 12.6 85.0 56.5 52.5 27 4292DN16U7/8
20 1 1/16-12UN 19.1 14.8 103.5 75.0 58.5 32 4292DN20U11/16
25 1 5/16-12UN 25.9 20.0 134.0 95.0 75.5 41 4292DN25U15/16
32 1 5/8-12UN 32.5 26.0 158.5 105.5 97.5 50 4292DN32U15/8
40 1 7/8-12UN 38.9 31.0 171.0 123.5 105.0 60 4292DN40U17/8
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